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WESTFIELD PIT (48-4193) RESERVOIR 
LEGEND NW 1/4 sw 1/4 SEC 3. T. 24s., R. 38 E.. W.M. 

U.S.G.S. QUAD -MOSQUITO M M .  OREG. - 7 1/2'-CONTOUR & ELEV 

IIIIIIIIIII.NWS 
ELEV. 89.5 GRAPHIC S C U  

-CHANNEL 


A MONUMENT 

( arrn ,-- l0AfL 

CONTOUR INTERVAL = 2 FEET 

DAM:
NWS 

MAX. HEIGHT 
TOP WIDTH 
SLOPE UPSTREAM 
SLOPE DOWNSTREAM 

AREA SUBMERGED 
MAX. WATER DEPTH 
STORAGE CAPACITY 

CONTROL HUB 

JDR NO: 48-4193 
WATER RIGHTS 
APP. NO.: 
PERMIT NO. 
CERTIFICATE NO. 

FALURE OF THIS STRUCTURE WOULD NOT 

POSE A THREAT TO LIFE OR PROPERTY. 


INSTALLATION OF AN OUTLET CONDUIT 
WOULD THREATEN THE INTEGRrrY OF THE 
EXISTING STRUCTURE. SHOULD AN OUTLET 
CONDUIT BE REQUIRED LATER FOR WATER 

DISTRIBUTION NEEDS, TT WILL BE IN- 

STALLED USING APPROPRATE SAFEGUARDS 
AND CONSTRUCTION TECHNIQUES, OR THE 
STRUCTURE MAY BE BREACHED OR RE-

CONSTRUCTED. 



