Groundwater Transfer Review Summary Form

Transfer/PA # T- 14936

GW Reviewer Byron Ebner Date Review Completed: _10/16/2026

Summary of Same Source Review:

L] The proposed change in point of appropriation is not within the same aquifer as per OAR 690-380-
2110(2).

Summary of Water Level Decline Condition Review:

[] Water levels at the original point(s) of appropriation have exceeded the allowed decline threshold

defined by conditions in the originating water right.

Summary of Injury Review:

(] The proposed transfer will result in another, existing water right not receiving previously available

water to which it is legally entitled or result in significant interference with a surface water source as per
690-380-0100(3).

Summary of GW-SW Transfer Similarity Review:

1 The proposed SW-GW transfer doesn’t meet the definition of “similarly” as per OAR 690-380-2130.

This is only a summary. Documentation is attached and should be read thoroughly to understand the
basis for determinations.
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Date Reviewed by Basin Hydrogeologist and Returned to WRSD: GCF
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The information provided in the application is insufficient to evaluate whether the proposed
transfer may be approved because:

[] The water well reports provided with the application do not correspond to the water rights
affected by the transfer.

[] The application does not include water well reports or a description of the well construction
details sufficient to establish the ground water body developed or proposed to be developed.

[ 1 Other

1. Basic description of the changes proposed in this transfer:

The applicant proposes changes in Places of Use (POU) for Certificates 88124, 96294, and
97801. They also proposed adding Additional Points of Appropriation (APOA) will be
added for Certificates 96294 and 97801. 12 acres authorized under Certificate 88124 will be
moved within T27S-R17E-S26 and LAKE 1062 will remain the authorized Point of
Appropriation (POA). LAKE 1062 is proposed as an APOA for Certificate 96294 for 27.1
acres transferred from authorized POA LAKE 1033 and Certificate 97801 for 15.8 acres
from authorized POA LAKE 1029. A summary of the changes proposed by this transfer are
included below.

Max Rate (1/80™ Acreage POA
Certificate | Authorized POA CFS/acre) transfer change? Proposed APOA
88124 | LAKE 1062 0.15 12 | NA NA
96294 | LAKE 1033 0.33875 27.1 | APOA LAKE 1062
97801 | LAKE 1029 0.1975 15.8 | APOA LAKE 1062
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Ground Water Review Form Transfer Application: T- 14936

2. Will the proposed POA develop the same aquifer (source) as the existing authorized POA?
Yes [JNo Comments: Groundwater in the Fort Rock/Christmas Valley Area, also
referred to as the Fort Rock Classified Area, is viewed as a single flow system. Groundwater
is found in both the overlying basin fill sediment as well as the underlying unit, which is
predominantly volcanic rock, and occurs in “confine, unconfined and perched conditions
that reflect local variations in permeability of overlying rocks” (Miller, 1986). Miller (1986)
also notes that groundwater in the Fort Rock Basin consists of “numerous water producing
zones in several formations” that generally have common potentiometric level and are very
transmissive. These units are all capable of yielding groundwater and are viewed
hydraulically connected to one another.

3. a)Is the existing authorized POA subject to a water level decline condition?
[ Yes No Comments: POAs authorized under Certificates 88124, 96294, and
97801 are not subject to water level decline conditions.

b) If yes, for each POA identify the reference level, most recent spring-high water level, and
whether an applicable permit decline condition has been exceeded:

4. a) Is there more than one source developed under the right (e.g., basalt and alluvium)?
L] Yes No Comments:_One source developed.

b) If yes, estimate the portion of the right supplied by each of the sources and describe any
limitations that will need to be placed on the proposed change (rate, duty, etc.):

5. a) Will this proposed change, at its maximum allowed rate of use, likely result in an increase
in interference with another ground water right?
Yes [ No Comments: The proposed APOA for Certificates 96294 and 97801
(LAKE 1062) would result in more pumping closer to a POA for Certificate 97803 (LAKE
1060) and would likely result in increased interference with LAKE 1060. LAKE 1062 is
6000 and 6900 ft closer to the affected well than the authorized POAs for Certificates 96294
and 97801, respectively.

b) If yes, would this proposed change, at its maximum allowed rate of use, likely result in
another groundwater right not receiving the water to which it is legally entitled?

[ Yes No Ifyes, explain: A Theis drawdown analysis was performed for this
proposed APOA using an intermediate storage coefficient of 0.001, transmissivity estimate
of 15,000 ft*/day from McFarland and Ryals (1991), and a maximum pumping rate of
0.68625 CFS for a duration of 365 days. The total estimated drawdown on the affected well
due to pumping from the proposed APOA is 2.71 ft, which is an increase of 0.97 ftas a
result of the proposed transfer. Expected drawdown due to pumping from the affected well
under Certificate 97803 at a total rate of 2.4 CFS is approximately 25.56 ft resulting in a
combined drawdown of 28.27 ft. Two nearby observation wells, LAKE 1145 and LAKE
1003, show August 2026 groundwater elevations at 4275.2 and 4276.8 ft AMSL,
respectively. Using these measurements and the land surface elevation at LAKE 1060, we
can estimate the water level in LAKE 1062 at approximately 80 ft BLS. Combined, the
maximum drawdown from this proposed change may result in water levels declining to
108.27 ft BLS compared to the total well depth of 240 ft BLS. This increase in drawdown
would not meet the standard of “substantial or undue interference”. A figure of the estimated
drawdown and parameters used are included at the end of the document.
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6. a) Will this proposed change, at its maximum allowed rate of use, likely result in an increase
in interference with another surface water source?

[] Yes No Comments: The proposed APOA (LAKE 1062) is further away from
Paulina Marsh and other nearby surface water bodies are not in hydraulic connection with

groundwater, so transferring this use is not expected to result in increased interference
surface water.

b) If yes, at its maximum allowed rate of use, what is the expected change in degree of
interference with any surface water sources resulting from the proposed change?

Stream: [] Minimal [ Significant
Stream: [] Minimal [ Significant
Provide context for minimal/significant impact:

7. For SW-GW transfers, will the proposed change in point of diversion affect the surface
water source similarly (as per OAR 690-380-2130) to the authorized point of diversion
specified in the water use subject to transfer?

[1Yes [1No Comments:

8. What conditions or other changes in the application are necessary to address any potential
issues identified above:

9. Any additional comments:
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Application T-14936
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Hydrographs

Observation Well Data
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Estimated Drawdown

Drawdown from pumping at affected well (LAKE 1060)

Theis Time-Drawdown Worksheet v.5.00
Calculates Theis nonequilibrium drawdown and recovery at any arbitrary radial distance, r, from a pumping well for 3 different T values and
radial distance, r, from a pumping well for 3 different T values and 2 different S values
Written by Karl C. Wozniak September 1992. Last modified December 17, 2019
Input Data: VarMame | Scenario 1| Scenario 2| Scenario 3 Units
Total pumping time t 365 d
Radial distance from pumped well r 1 i Q conversions
Pumping rate 4] 24 cfs 1,077.12 gpm
Hydraulic conductivity K 150 150 150 fiday 2.40 «cfs
Agquifer thickness b 100 ft 144.00 cfm
Storativity 51 0.001 207,360.00 cfd
S 2 0.001 4.76 afld
Transmissivity CONversions T_f2pd 15000 15000 15000| ftziday
T_ftZpm 10.41667( 104166 1041667 ft2/min R
T_gpdpft 112200 112200 112200 apdit
Use the Recaloulate buttan if recaloulation is set to manual
Theis Drawdown and Recovery at r = 1 fi From Pumping Well Theis Drawdown and Recovery at r = 1 ft From Pumgping Well
Pump on = 525600 minutes = 385.00 days Fump on = 525300 minutes = 385.00 days
0.00 ff— 0.00
5.00 5.00
kTl T
2 1000 2 10.00)
£ £
5 1500 8 15.00
g ] ~
S 2000 =1 H "“"-a.__\ 20.00)
25.00 - [ 25.00
152
30.00 ——— 000}
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Elapsed Time Since Pumping Started, minutes Elapsed Time Since Pumping Started, minutes

Drawdown from proposed APOA (LAKE1062)

Theis Time-Drawdown Worksheet v.5.00
Calculates Theis nonequiliorium drawdown and recovery at any arbitrary radial distance, r, from a pumping well for 3 different T values and
radial distance, r, from a pumping well for 3 different T values and 2 different S values.
Written by Karl C. Wozniak September 1992, Last modified December 17, 2019
Input Data: “arName | Scenario 1| Scenario 2| Scenario 3 Units
Total pumping time t 365 d
Radial distance fram pumped well r 1500 ft Q conversions
Pumping rate Q 0.66625] cofs 307.99 gpm
Hydraulic conductivity K 150 150 150 fiiday 0.69 cfs
Aguifer thickness b 100 ft 41.18 cim
Storativity s 0.001 59,202.00 cfd
s 2 0.001 1.36 afid
Transmissivity Conversions T f2pd 15000 45000 15000| f2/day
T_fi2pm 10.41667) 1041667 10.41667| f2/min R
T_gpdpft 112200[ 112200 112200] gpdf
Use the Recaloulate butan i recaleulation is set to manusl
Theis Drawdown and Recovery at r = 1500 ft From Pumping Well Theis Drawdown and Recovery at r = 1500 ft From Pumping Well
Pump on = 525600 minutes = 385.00 days Pump on = 525600 minutes = 365.00 days
0.00 —— — - 0.00
0.50 -~ N / 0.50
3 { g N
< 1o = 1.00
g E N
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j< \ =Tz ] s — \
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